
TG1000 - UL/V0 》》UL Self Fusing Silicone Tape

》》Introduction

》》Characteristics
》》Parameter Data
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6
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GB/T1408.1-2006

GB/T1410-2006

UL-94

Tensile Strength

Elongation at Break

Dielectric Strength

Volume Resistivity

Flame Retardant

》》Silicone Self-melting Tape Data

》》Usage

    TG1000 Flame-Retardant Self Fusing Silicone Tape 
is composed of self-fusing silicone with excellent 
flame-retardant properties, combined with a layer of 
easily separable release film. It boasts outstanding 
arc resistance, tracking resistance, and high and low 
temperature resistance, capable of long-term use within 
the temperature range of -60℃~180℃ and with an 
emergency overload temperature up to 300℃. Featuring 
convenient application, it is widely used for insulation and 
protection in power cables, switchgear, and various 
electrical equipment.

1. Excellent flame-retardant performance, meeting UL94-V0
    flame retardant standard.

Color:  Red, Yellow, Green, Black, Blue

Note: The tested dimensions of the glass fiber silicone self-fusing tape are: 0.8mm * 50mm.

Size :  Customized
0.5mm*25mm*3000mm
0.5mm*45mm*3000mm
0.8mm*25mm*5000mm
1.0mm*25mm*5000mm

3. Superior tracking resistance.
2. Outstanding arc resistance.

4. Excellent ozone resistance.

5. Exceptional insulation properties.

6. Good self-adhesiveness for easy installation.

7. Can be used continuously at extremely low temperatures, 
with excellent low-temperature resistance.
8. Great temperature resistance, suitable for long-term use 
    at 180℃.

Remove the release film, stretch the tape by 10% to 100%, 
overlap it by 50% for winding, and wind two full overlapping 
circles at both the starting and ending positions.

9. Excellent weather resistance.

》》Application

1. You can apply it to high-voltage cable terminations, 
where it provides excellent arc resistance and tracking 
resistance. It is suitable for wrapping around power cables 
of various insulating materials.
2. You can use it for insulation protection in electrical cabinets.
3. You can apply it to class H temperature-resistant insulation.

4. You can use it in high-temperature cables with 
    flame-retardant requirements.
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