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TG1200 - UL/V0 》》Fiberglass Self Fusing Silicone Tape

》》Introduction

》》Characteristics
》》Parameter Data
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Flame Retardant

》》Self Fusing Silicone Tape Data

》》Usage

    TG1200 Glass Fiber Reinforced Flame-Retardant 
Self Fusing Silicone Tape is composed of flame-retardant 
self-fusing silicone with embedded glass fiber fabric, 
combined with a layer of easily separable release film. 
The embedded glass fiber enhances its elongation at 
break and tear resistance, while it also boasts excellent 
arc resistance, tracking resistance, and high and low 
temperature resistance. It can be used continuously within 
the temperature range of -60℃~200℃, with an emergency 
overload temperature up to 300℃. Featuring convenient 
application, it is widely used in mechanical equipment, 
electrical equipment as well as aerospace and aviation fields.

1. Remains non-tacky to the touch, with PET film for isolation.

Color:  Red, Yellow, Green, Black, Blue

Note: The tested dimensions of the glass fiber silicone self-fusing tape are: 0.8mm * 50mm.

Size :  Customized
0.5mm*25mm*3000mm
0.5mm*45mm*3000mm
0.8mm*25mm*5000mm
1.0mm*25mm*5000mm

2. Excellent flame-retardant performance, meeting UL94-V0 
    flame retardant standard.
3. Outstanding arc resistance.
4. Superior tracking resistance.

5. Excellent ozone resistance.

6. Exceptional insulation properties.

7. Good self-adhesiveness for easy installation.

8. Can be used continuously at extremely low temperatures, 
    with excellent low-temperature resistance.
9. Great temperature resistance, suitable for long-term use 
    at 200℃.

Remove the release film, stretch the tape by 10% to 100%, 
overlap it by 50% for winding, and wind two full overlapping 
circles at both the starting and ending positions.

10. Excellent weather resistance.

》》Application

1. Conductor winding and wire bundling
2. Emergency pipe and hose repair
3. Pipe marking and air duct sealing
4. Coolant line maintenance
5. Roller traction and protection
6. Insulation for wire-to-wire connections and terminations

7. Motor coil insulation
8. Insulation and sealing of electrical connections

9. Electric motor and wiring winding

10. Excellent weather resistance
11. On-board applications in aerospace vehicles
12. Insulation for marine rigging and power systems
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