
TG5000 》》RTV Self Fusing Silicone Sheet

》》Introduction

》》Characteristics

》》Parameter Data
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Black and Red

1.8mm

10 months

30 minutes

3 hours

7 days

50 Shore A

29.5KV

25.5KV

3.25

0.26%

V1

350%

No insulation breakdown after 
4-hour water immersion test at 
12KV

No significant change 
after 200 cycles

no significant 
change after 2000 hours

147.2×10  Ω·cm

Thickness

Shelf life

Service life of the sheet after opening the package

Breakdown voltage up to 18KV
 (time specification pending)

Full curing

Hardness after full curing

Breakdown voltage (1.8mm sheet)

Breakdown voltage 
(1.8mm sheet wrapped on bare conductor)

Dielectric constant

Dielectric loss factor

Volume resistivity

UV accelerated aging resistance

Flame-retardant performance

Sealing performance

Thermal shock resistance (-40℃~85℃)

Ductility

》》Silicone Self-melting Tape Data

》》Paking

    TG5000 Room-Temperature Curing Insulating & 
Waterproof Protection Sheet is a special tape-like 
packaging material in vacuum packaging that cures 
at room temperature and allows for quick application. 
You can use it manually right after opening the package. 
The application process is simple and fast. Before curing, 
the material has a certain initial strength, excellent 
self-fusing performance, and outstanding conformability. 
After curing, it boasts excellent insulation properties, 
exceptional elasticity, prominent UV resistance, good 
adhesion to metals, as well as favorable heat resistance 
and flame-retardant performance.

1. Room-temperature curing

Color:  Red, Yellow, Green, Black, Blue

Note: The tested dimensions of the glass fiber silicone self-fusing tape are: 0.8mm * 50mm.

Size :  Customized
1.8mm*90mm*600mm
1.8mm*80mm*1000mm

3. Uniform material with minimal human influence on 
     insulation performance

2. Tape-like packaging material, easy and quick to apply

4. Outstanding UV resistance

5. Excellent flexibility

6. Good heat resistance

7. Reliable flame-retardant performance

Vacuum-packed: 3 sheets per package, 60 sheets per carton. 
Store it in a dark, dry environment at a temperature between 5℃ and 30℃.

》》Application

1. You can use it for insulation protection of high-voltage 
    cables, busbars, etc.

2. When the overhead bare conductors are too close to 
    buildings or trees and the electrical safety distance is 
    insufficient, you can wrap the conductors with YL5000 for 
    local insulation treatment.

3. You can apply it for waterproof sealing and insulation 
    protection of overhead line clamps.

4. You can use it for waterproof sealing and insulation 
    protection of exposed metal parts at electrical connection 
    points.

5. You can use it to repair damaged cable terminations.

6. You can apply it for insulation sealing protection of 
    exposed metal parts at busbar connection points in 
    switchgear.
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